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HOSE WORKING PRESSURE TABLE
HOSE TITLE (AWC SERIES) APPLICABLE

SPEC.
TEMP.

RANGE
WORKING PRESSURE (PSI) CATALOG 

PAGEDASH -2 -3 -4 -5 -6 -8 -10 -12 -16 -20 -24 -32 -40 -48 -56 -64

Traditional Product Range

Tractor/2T (T2T) 100R2 SN -40 to +212 F 6,010 5,800 5,070 4,780 3,980 3,620 3,110 2,390 1,810 1,300 1,160 11

Rockmaster/1SN (R1SN) 100R2 SN -40 to +212 F 3,260 3,110 2,610 2,320 1,880 1,520 1,300 940 720 580 12

Rockmaster/2SN (R2SN) 100R2 SN -40 to +212 F 5,800 5,070 5,070 5,070 3,620 3,110 2,530 2,030 1,450 1,300 13

Rockmaster/2SC (R2SC) EN857 2SC -40 to +212 F 6,090 5,800 5,070 4,780 3,980 3,620 3,550 3,040 2,030 1,450 1,300 1,010 650 14

Spirtex/K (SPK) 100R4 -40 to +212 F 300 300 240 200 140 100 50 50 40 20 15

100R5 (H13) D.O.T. FMUSS 106 -40 to +275 F 3,000 3,000 2,250 2,000 1,750 1,500 800 625 500 350 16

100R5 High Temperature (H14) D.O.T. FMUSS 106 -40 to +300 F 3,000 3,000 2,250 2,000 1,750 1,500 800 625 500 350 17

Thermoplastic (KA/KB) 100R7 -40 to +212 F 3,000 3,000 2,750 2,500 2,250 2,000 1,250 1,000 18

Thermoplastic - Twin Line (KBTL) 100R7 -40 to +212 F 2,750 2,500 2,250 19

Thermoplastic, Non-Conductive (KBNC) 100R7 -40 to +212 F 2,750 2,500 2,250 2,000 1,250 1,000 20

Thermoplastic, Twin Line, Non-Conductive
(KBNCTL) 100R7 -40 to +212 F 2,750 2,500 2,250 21

Rockmaster/12 (R12) 100R12 -40 to +250 F 4,060 4,060 4,060 4,060 4,060 3,040 2,530 2,530 22

Rockmaster/13 (R13) 100R13 -40 to +250 F 5,070 5,070 5,070 5,070 5,070 23

Rockmaster/15 (R15) 100R15 -40 to +250 F 6,090 6,090 6,090 6,090 24

Rockmaster/4SP (R4SP) 4SP -40 to +250 F 7,030 6,520 6,090 5,510 5,510 4,640 3,040 2,680 2,530 25

Rockmaster/4SH (R4SH) 4SH -40 to +250 F 6,520 6,090 5,580 5,070 4,350 3,620 26

Isobaric Low Pressure (Constant Pressure Range)

Harvester/17 (H17) 100R17 -40 to +212 F 3,040 3,040 3,040 3,040 27

GoldenIso/21 (GI21) ISO 18752/100R17 -40 to +212 F 3,040 3,040 3,040 3,040 3,040 3,040 3,040 28

Isobaric High Pressure (Constant Pressure Range)

GoldenIso/28 XTRAFLEX (GI28XF) ISO 18752 - C/D -40 to +250 F 4,060 4,060 4,060 4,060 4,060 29

GoldenIso/35 XTRAFLEX (GI35XF) ISO 18752 - C/D -40 to +250 F 5,070 5,070 5,070 5,070 5,070 30

Xtraflex/4000 (X4) Manuli Spec. -40 to +250 F 4,060 4,060 4,060 31

Xtraflex/5000 (X5) Manuli Spec. -40 to +250 F 5,070 5,070 5,070 32

Xtraflex/6000 (X6) Manuli Spec. -40 to +250 F 6,090 6,090 6,090 33

Specialty Hose Range

Jackmaster (J) IJ100 Hyd Jack Hose -40 to +212 F 10,500 10,500 35

Equator/1 (EQ1) 1SN/R1AT -67 to +275 F 3,260 3,110 2,610 2,320 1,880 1,520 1,270 940 720 580 36

Equator/2 (EQ2) 2SN/R2AT -67 to +275 F 5,800 5,070 4,780 3,980 3,620 3,110 2,530 2,170 1,450 37

Pilot (P) Manuli Spec. -40 to +250 F 2,170 1,740 1,450 1,450 38

Firend - Fire Suppression (FM) ISO 1436 - 1SN -40 to +212 F 3,260 2,610 2,320 1,520 1,270 39

Goldenblast - Water Blast (GB) Manuli Spec. +15 - 158 F 10,870 10,870 40

Goldenblast/Plus - Water Blast (GBP) Manuli Spec. +15 - 158 F 18,120 15,950 14,500 41

Teflon Hose (SST) N/A -65 to +450 F 3,000 3,000 3,000 2,500 2,000 1,750 1,500 1,000 1,000 42

Push-On Hose

Push-On (H92) N/A -40 to +200 F 300 300 300 300 300 300 43




