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SAE 100 R5 HYDRAULIC HOSE
HIGH TEMPERATURE

PART REF. HOSE SIZE O.D. MAX. W.P. BURST
PRESSURE

MIN. BEND
RADIUS WEIGHT FITTINGS

(REUSABlE)
MF2000
FITTING

DN dash inch mm inch bar psi bar psi mm inch g/m lbs/ft

H1404-R 5 -4 3/16” 13.21 0.52 206.8 3000 827.5 12000 76 3.00 223 .15 R5C SERIES MF+M00310-03

H1405-R 6 -5 1/4” 14.73 0.58 206.8 3000 827.5 12000 86 3.40 253 .17 R5C SERIES MF+M00310-04

H1406-R 8 -6 5/16” 17.27 0.68 155 2250 620.7 9000 102 4.00 327 .22 R5C SERIES MF+M00310-05

H1408-R 10 -8 13/32” 19.56 0.77 137.9 2000 551.7 8000 117 4.60 447 .30 R5C SERIES MF+M00310-06

H1410-R 12 -10 1/2” 23.39 0.92 120.7 1750 482.8 7000 140 5.50 551 .37 R5C SERIES MF+M00310-08

H1412-R 16 -12 5/8” 27.43 1.08 103.4 1500 413.8 6000 165 6.50 685 .46 R5C SERIES MF+M00310-10

H1416-R 22 -16 7/8” 31.50 1.24 55.2 800 220.7 3200 188 7.40 714.3 .48 R5C SERIES R500 SERIES

H1420-R 28 -20 1-1/8” 38.10 1.50 43.1 625 172.4 2500 229 9.00 773.8 .52 R5C SERIES R500 SERIES

H1424-R 35 -24 1-3/8” 44.45 1.75 34.5 500 137.9 2000 267 10.50 1205.4 .81 R5C SERIES R500 SERIES

H1432-R 46 -32 1-13/16” 56.39 2.22 24.1 350 96.6 1400 335 13.20 1473.3 .99 R5C SERIES R500 SERIES

MAIN APPlIcATIONS
For medium pressure high temperature hydraulics, air, water
cONTINUOUS SERvIcE TEMPERATURE RANGE
-40°F / +300°F     -40°C / +150°C

REINFORcEMENT: One wire braid
cOvER: Blue textile braid, high temperature
APPlIcABlE SPEcS.: J1402, DOT FMVSS 106All (3/16” – 5/8”)
STANDARD PAcKAGING: Reel

psi lbs




