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SAE 100 R7 HYDRAULIC HOSE
THERMOPLASTIC (NON-CONDUCTIVE)

PART REF. HOSE SIZE O.D. MAX. W.P. BURST
PRESSURE

MIN. BEND
RADIUS WEIGHT FITTINGS (cRIMP)

DN dash inch mm inch bar psi bar psi mm inch g/m lbs/ft

KB04Nc-R 6 -4 1/4” 12.90 0.51 189.6 2750 758.6 11000 38 1.50 89.3 0.06 937 SERIES

KB05Nc-R 8 -5 5/16” 14.86 0.59 172.4 2500 689.6 10000 44 1.75 111.6 0.08 937 SERIES

KB06Nc-R 10 -6 3/8” 16.51 0.65 155.1 2250 620.6 9000 51 2.0 148.8 0.10 937 SERIES

KB08Nc-R 12 -8 1/2” 20.70 0.82 137.9 2000 551.7 8000 76 3.0 232.2 0.16 937 SERIES

KB12Nc-R 19 -12 3/4” 26.97 1.06 86.2 1250 344.8 5000 165 6.50 282.8 0.19 937 SERIES

KB16Nc-R 25 -16 1” 33.91 1.34 68.9 1000 275.9 4000 203 8.00 401.8 0.27 937 SERIES

MAIN APPlIcATIONS
For medium pressure hydraulics, industrial or agricultural
cONTINUOUS SERvIcE TEMPERATURE RANGE
-40°F / +212°F     -40°C / +100°C

TUBE: Polyester elastomer
REINFORcEMENT: Polyester braid
cOvER: Orange non-conductive polyurethane (non-perforated)
STANDARD PAcKAGING: Reel

psi lbs




