SAE 100 R7 HYDRAULIC HOSE
THERMOPLASTIC

OIS N @
PART REF. HOSE SIZE 0o, | maxwp [ SURST | MILECRD | weigHT FITTINGS (CRIMP)
DN | dash | inch | mm | inch | bar psi bar psi mm | inch | g/m Ibs/ft
KA02-R 4 2 | 18" | 826 | 0.33 | 2069 | 3000 [ 827.5 | 12000 | 13 | 0.50 | 446 | 0.03 937 SERIES
KB03-R 5 -3 | 316" [ 1099 | 043 | 206.9 | 3000 | 8275 | 12000 | 19 | 075 | 729 | 0.5 937 SERIES
KB04-R 6 4 | 14 | 1290 | 051 | 189.6 | 2750 | 620.7 | 9000 | 38 | 1.50 | 893 | 0.06 937 SERIES
KB05-R 8 -5 | 516" | 14.86 | 0.59 | 1724 | 2500 | 551.7 | 8000 | 44 | 1.75 | 1116 | 0.8 937 SERIES
KB06-R 10 | -6 | 38 |1651| 065 | 155.1 | 2250 | 482.8 | 7000 [ 51 | 200 | 1488 | 0.1 937 SERIES
KB08-R 12 | -8 | 122 [ 2070 | 082 [ 1379 | 2000 | 413.8 [ 6000 [ 76 | 3.00 | 2322 o0.16 937 SERIES
KB12-R 19 | 12 | 34 | 2697 | 1.06 | 86.2 | 1250 | 2207 | 3200 | 165 | 6.50 | 282.8 | 0.19 937 SERIES
KB16-R 25 | <16 | 17 | 3391 1.34 | 689 | 1000 | 1724 | 2500 | 203 | 8.00 |4018| 0.7 937 SERIES
MAIN APPLICATIONS TUBE: Polyester elastomer
For medium pressure hydraulics, industrial or agricultural REINFORCEMENT: Polyester braid
CONTINUOUS SERVICE TEMPERATURE RANGE COVER: Black polyurethane (pin perforated)
-40°F / +212°F  -40°C/+100°C STANDARD PACKAGING: Reel
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